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• 1000mm x 650mm Jaw with 90kw Electric Drive
• Hydraulic Wedge Adjustment (50mm -125mm)
• 200KVA Deutz TCD 7.8 Gen Set Tier 4 (Stage V)
• Hardox Lined Hopper with Hydraulic Fold & Lock
• 900mm Heavy Discharge Belt
• Mains Plug-in Option
• Hydraulic Raise/Lower Discharge Belt (to ground)• Hydraulic Raise/Lower Discharge Belt (to ground)
• Radio Control Feeder Stop/Start
• Jaw Level Sensor
• Up to 550mm Feed Size
• Dust Supression System
• Stepped Grizzly with Bypass Chute
• 29,500kg

Screencore XJ
1000 x 650 Diesel-Electric Jaw Crusher

8’4”
TRANSPORT
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10’6”

44’9”

2” to 5”

12’

43’7”

11’7”

• 40” x 26” Jaw with 90kw Electric Drive
• Hydraulic Wedge Adjustment (2”-5”)
• 200KVA Deutz TCD 7.8 Gen Set Tier 4 (Stage V)
• Hardox Lined Hopper with Hydraulic Fold & Lock
• 36” Heavy Discharge Belt
• Mains Plug-in Option
• Hydraulic Raise/Lower Discharge Belt (to ground)• Hydraulic Raise/Lower Discharge Belt (to ground)
• Radio Control Feeder Stop/Start
• Jaw Level Sensor
• Up to 22” Feed Size
• Dust Supression System
• Stepped Grizzly with Bypass Chute
• 65,000lbs

Screencore XJ
40” x 26” Diesel-Electric Jaw Crusher


